AMENDMENT OF SOLICITATION/MODIFICATION OF CONTRACT | L Contract ID Code Page 1 Of4

Fi rm Fi xed-Price

2. Amendment/M odification No. 3. Effective Date 4. Requisition/Pur chase Req No. 5. Project No. (If applicable)

0001 2003DEC16 SEE SCHEDULE

6. Issued By Code | Ws6HzV | 7. Administered By (If other than Item 6) Code

TACOM WARREN BLDG 231
AVBTA- AQ ALEC

TERRY ZI ELI NSKI (586) 574- 5833
WARREN, M CHI GAN 48397- 5000

HTTP: / / CONTRACTI NG TACOM ARMY. M L

EMAI L: ZI ELI NST@ACOM ARMY. M L
SCD PAS ADP PT

8. Name And Address Of Contractor (No., Street, City, County, State and Zip Code) 9A. Amendment Of Solicitation No.

Ws6HZV- 04- R- 0142

9B. Dated (See Item 11)

2003NOV24

I:' 10A. Modification Of Contract/Order No.

10B. Dated (See Item 13)

Code | Facility Code

11. THISITEM ONLY APPLIESTO AMENDMENTSOF SOLICITATIONS

The above number ed solicitation is amended as set forth in item 14. The hour and date specified for receipt of Offers

I:' is extended, isnot extended.

Offers must acknowledge receipt of thisamendment prior to the hour and date specified in the solicitation or asamended by one of the following methods:

(a) By completing items 8 and 15, and returning _2 _si gned  copies of the amendments: (b) By acknowledging receipt of thisamendment on each copy of the
offer submitted; or (c) By separate letter or telegram which includes a reference to the solicitation and amendment numbers. FAILURE OF YOUR
ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERSPRIOR TO THE HOUR AND DATE
SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER. If by virtue of thisamendment you desire to change an offer already submitted, such
change may be made by telegram or letter, provided each telegram or letter makesreference to the solicitation and thisamendment, and isreceived prior to the
opening hour and date specified.

12. Accounting And Appropriation Data (If required)

13. THISITEM ONLY APPLIESTO MODIFICATIONS OF CONTRACTSORDERS
It Modifies The Contract/Order No. As Described In Item 14.

A. ThisChange Order is|ssued Pursuant To: The Changes Set Forth In Item 14 AreMadeIn
The Contract/Order No. In Item 10A.

B. The Above Numbered Contract/Order |s Modified To Reflect The Administrative Changes (such as changesin paying office, appropriation data, etc.)
Set Forth In Item 14, Pursuant To The Authority of FAR 43.103(b).

C. This Supplemental Agreement IsEntered Into Pursuant To Authority Of:

Lot

D. Other (Specify type of modification and authority)

E.IMPORTANT: Contractor I:' isnot, I:' isrequired to sign thisdocument and return copiesto the I ssuing Office.

14. Description Of Amendment/M odification (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)

SEE SECOND PAGE FOR DESCRI PTI ON

Except as provided herein, all terms and conditions of the document referenced in item 9A or 10A, as her etofor e changed, remains unchanged and in full force
and effect.

15A. Name And Title Of Signer (Typeor print) 16A. Name And Title Of Contracting Officer (Typeor print)
15B. Contractor/Offeror 15C. Date Signed 16B. United States Of America 16C. Date Signed
By / S| GNED/
(Signature of person authorized to sign) (Signature of Contracting Officer)
NSN 7540-01-152-8070 30-105-02 STANDARD FORM 30 (REV. 10-83)

PREVIOUSEDITIONSUNUSABLE Prescribed by GSA FAR (48 CFR) 53.243



CONTINUATION SHEET

Reference No. of Document Being Continued

PIIN/SIIN Wb6HZV- 04- R- 0142

MOD/AMD 0001

Page 2 of 4

Name of Offeror or Contractor:

SECTI ON A - SUPPLEMENTAL | NFORVATI ON

1. The Purpose of this anendnent 0001 is to add Packagi ng cl ause |S6515.

2. Al other ternms and conditions remin unchanged.

*** END OF NARRATI VE A 002 ***
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CONTINUATION SHEET

PIIN/SIIN VB6HZV- 04- R-0142 MOD/AMD 0001
Name of Offeror or Contractor:
SECTION | - CONTRACT CLAUSES
Status Regulatory Cte Title Dat e
I-1 CHANGED 52.211-4515 PACKAG NG REQUI REMENT ( SPECI AL PACKAG NG | NSTRUCTI ONS) SEP/ 2003

(a) Mlitary preservation, packing, and marking for this contract/order shall be acconplished in accordance with the specific
requirenments identified below, all the applicable requirenments of, ML-STD 2073-1, Revision D, Dated 15 Dec 1999 and Notice 1, dated 10
May 2002, and the Special Packaging Instruction, see bel ow

(1) LEVEL OF PRESERVATION. Mlitary
(2) LEVEL OF PACKING A
QUANTI TY PER UNI T PACKAGE: 001

(4) SPECI AL PACKAG NG | NSTRUCTI ON NUMBER. None
a. REVISION NA
b. DATE OF REVISION N A

(b) Unitization: Shipments of identical items going to the same destination shall be palletized if they have a total cubic
di spl acenent of 50 cubic feet or nore unless skids or other forklift handling features are included on the containers. Pallet |oads nust
be stable, and to the greatest extent possible, provide a |level top for ease of stacking. A palletized |oad shall be of a size to allow
for placenment of two |oads high and wide in a conveyance. The weight capacity of the pallet nust be adequate for the load. The
preferred commerci al expendable pallet is a 40 x 48 inch, 4-way entry pallet although variations nay be permitted as dictated by the
characteristics of the itens being unitized. The |oad shall be contained in a manner that will permt safe handling during shipnent and
storage

(c) Marking:

(1) In addition to any special nmarkings called out on the SPI, all unit packages, internedi ate packs, exterior shipping
containers, and, as applicable, unitized |oads shall be marked in accordance with ML-STD 129, Revision P, Dated 15 Dec 2002, including
bar coding. The contractor is responsible for application of special markings as discussed in the Mlitary Standard regardl ess of
whet her specified in the contract/order or not. Special markings include, but are not linmted to, Shelf-life markings, structural
mar ki ngs, and transportation special handling markings. The marking of pilferable and sensitive materiel will not identify the nature
of the materiel.

(2) Contractors and vendors shall apply identification and address narkings with bar codes in accordance with this standard.
For shipnents noving to overseas |ocations and for nobile deployable units, the in-the-clear address nust also include the host country
geogr aphi c address and the APQ FPO address. A M litary Shipnment Label (MSL) is required for all shipments except contractor to
contractor. The MSL will include both linear and 2D bar codes per the standard. DVD shipnment docunentation nust also be marked with
addi tional bar codes. The DD Form 250 or the commercial packing |list shall have additional issue/receipt bar coding applied as per
Direct Vendor Delivery Shipnments in the standard (except for deliveries to DLA Distribution Depots, e.g. New Cunberland, San Joaquin,
Red River, Anniston). . Packing lists are required in accordance with the Standard, see paragraph 5. 3.

(3) Contractor to contractor shiprments shall have the address markings applied to the identification marked side of the
exterior shipping container or to the unitized |oad markings. The follow ng shall be nmarked "FROM name and address of consignor and TO
nanme and address of consignee".

(4) Mlitary Shipping Label: : Mlitary Shipment Label s(MS5Ls) may be created using comrercially available prograns. These
commer ci al progranms can generate a ML-STD 129 and Defense Transportation Regulation conpliant MSLs and package | abels. For exanple,
the EasyForm MSL at <http://ww. easysoftcorp. conf products/ Software/MSL. html >, Insure that the ship to and mark for in-the-clear
delivery address is conplete including:consignees nane, organization, departnment nanme, office, building, room street address, city,
state, country code, & DODAAC.

(d) Heat Treatment and Marking of Wod Packaging Materials: Boxes/pallets and any wood used as inner packagi ng made of non-
manuf actured wood shall be heat-treated. Al non-manufactured wood used in packaging shall be heat treated to a core tenperature of 56
degrees Cel sius for a mninumof 30 mnutes. The box/pallet manufacturer and the manufacturer of wood used as inner packaging shall be
affiliated with an inspection agency accredited by the board of review of the Anerican Lunber Standard Committee. The box/pall et
manuf acturer and the manufacturer of wood used as inner packaging shall ensure traceability to the original source of heat treatnmnent.
Each box/pallet shall be marked to show the conformance to the International Plant Protection Convention Standard. The quality mark
shal | be placed on both ends of the outer packagi ng, between the end cleats or end battens; on two sides of the pallet. Foreign
manuf acturers shall have the heat treatnment of non-manufactured wood products verified in accordance with their National Plant
Protection Organi zati ons conpliance program

(e) Hazardous Material s(As applicable):
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CONTINUATION SHEET
PIIN/SIIN VB6HZV- 04- R- 0142 MOD/AMD 0001

Name of Offeror or Contractor:

(1) Hazardous Materials is defined as a substance, or waste which has been determ ned by the Secretary of Transportation to
be capabl e of posing an unreasonable risk to health, safety, and property when transported in commerce and whi ch has been so
designated. (This includes all itens |listed as hazardous in Titles 29, 40 and 49 CFR and ot her applicable nodal regul ations
effective at the time of shipment.)
(2) Unless otherw se specified, packaging and marking for hazardous material shall conply with the requirenments herein for the
node of transport and the applicabl e perfornmance packagi ng contained in the follow ng docunents:
International Air Transport Association (IATA) Dangerous Goods Regul ations
International Maritime Dangerous Goods Code (| MG
Code of Federal Regulations (CFR) Title 29, Title 40 and Title 49
Joint Service Regul ati on AFJMAN24- 204/ TMB8- 250/ NAVSUPPUB 505/ MCO
P4030. 19/ DLAM 4145.3 (for military air shipnents).
(3) If the shipment originates fromoutside the continental United States, the shipnment shall be prepared in accordance with
the United Nations Recommendations on the Transport of Dangerous CGoods in a manner acceptable to the Conpetent Authority of
the nation of origin and in accordance with regul ations of all applicable carriers.
A Product Material Safety Data Sheets (MSDS) is required to be included with every unit pack and internedi ate container and shall be
included with the packing list inside the sealed pouch attached to the outside of the package.

(f) This SPI has been validated and the nmethod of preservation/packing has proven successful in neeting the needs of the mlitary
di stribution system including indeternminate storage and shipnent throughout the world. Special instructions and/or tailoring of the
SPl is detailed in the Supplenmental Instructions below. A prototype package is required to validate the sizes and fit requirenments of
the SPI. Mnor dinensional and size changes are acceptabl e provided contractor provides the PCO and ACO with notification 60 days prior
to delivery. Any design changes or changes in the nethod of preservation that provide a cost savings w thout degrading the nethod of
preservation or packing or affecting the serviceability of the itemw ||l be considered and responded to within 10 days of submi ssion to
PCO and ACO. Government reserves the right to require testing to validate alternate industrial preservation nethods, materials,
al ternate bl ocking, bracing, cushioning, and packing.

(f) SUPPLEMEMIAL | NSTRUCTI ONS: - 6-

[End of O ause]
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